FM2104M-1800

Technical Datas

KV 1800
Configu-ration 12N14P
Stator Diamter 21mm
Stator Length 4mm
Shaft Diameter 3mm(in) M5(out)

Dimensli\gcr)lt(cl;a.*Len) R A
Weight(g) 16.5 (3cm Wire)
Idle 05
current(10)@10V(A) ’
No.of Cells(Lipo) 4~6S
M?’LSVZ?(W)‘QZ"S 2ad
Internal Resistance 210mQ
Max Current(3S) 22A

Max.Effciency Current

(0.6-2A)>86%

25.10

11.80

.80 | _ 8§ N
s = i iy
N/
A (in_ch Voltages (| Throttle Curre;;“(A) IL, Efficienc Temperature(in full
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50% 2,1 178 441 4,036 s
76 <1 100% 102 498 214.2 2325 4664810
o4 50% 2,7 227 64,8 3,503 ——
100% 12,3 610 295,2 2,066
50% 1,6 176 33,6 5,238 e
5% “l 100% 105 592 2205 2,685 i
o4 50% 2,7 269 64,8 4,151 -
100% 12,9 733 309,6 2,368
50% 2,9 332 60,9 5,452 e
T =1 100% 15,1 908 3171 2,863 ECATE
o4 50% 36 417 86,4 4,826 e —
100% 18,5 1105 4440 2,489
50% 2,9 323 60,9 5,304 e
r5 1253 “1 100% 152 926 3192 2.901 BFEaTic
o4 50% 3,9 415 93,6 4,434 e —
100% 18,5 1108 4440 2,495
o 50% 35 357 73,5 4,857 _—
S — 100% 17,5 949 367,5 2,582
- 50% 46 438 110,4 3,967 —
100% 22,1 1091 530,4 2,057
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