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Introduction
Thank you for purchasing the FETtec FC G4 - N.

Features
* Latest STM32G4 Processor
o 170Mhz + Math accelerator
o MPU6000
* Supply voltage 6-27V (2S-6S Lipo)
» 2x dedicated onboard BEC (max. 600mA each)
o 5V BEC for RX
o 5V/16V BEC for VTX (switchable and real Pit*)
* 2x 8 pin connector for solder free ESC connection
o Connector 1. ESC signal 1-4, telemetry, VCC, GND
o Connector 2: ESC signal 5-8 (depending on UAV type 1-4), telemetry, VCC, GND
* 1x 8 pin connector for solder free VTX, cam connection and OSD or digital systems
o real Pit* VCC, GND, Video in, Video out, BEC 5V/16V, VCS/TX3, RX3
* 2x 6 pin connectors for serials
o RX1, TX1, 3.3V, VCC, 5V, GND
o RX3, VCS/TX3, RGB LED, VCC, 5V, GND
* 1x 4 pin connector for receiver
o Signal, TLM, 5V, GND
* 5 UART serials
UART 1 free
o UART 2 used for Receiver
o UART 3 free
o UART 4 free
o UART 5 used for ESCs / TLM / Onewire
» 4 ESC solder pads (Signal/GND) in each corner
* Buzzer pads
* 4tiny RGB LEDs (selectable color)

o

* Supported ESC protocols
o PWM, Oneshot125, Oneshot42, Dshot150/300/600/1200/2400, FETtec Onewire
 FETtec KISS firmware
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*  Maximum outside dimensions: 37,2 x 37,2mm, without outside tips 30 x 30mm
o Mounting hole arrangement:
= 20 x 20mm with M2 mounting hole (expandable to M3)
= 30 x 30mm with M3 mounting hole
= 30 x 30mm mounting hole tips are removable to reduce overall FC size
* Overall height: 7,9mm
*  Weight: 5,379
* Connector type: JST-SH-1mm

*real Pit-Mode: A power supply pin which is remotely switchable

Safety warning

* Remove propeller before flashing and configuration

+ always flash latest firmware before operation

* Please check periodically for firmware updates in the FETtec Toolset

» keep distance from your quad when you arm it after you changed something

+ don't fly close to people!

Recommended steps for installation of the FETtec FC G4 - N

* Connect to FETtec Configurator and update to the latest firmware (see FC firmware
update)

* Install the FC in your copter (see Connection diagrams for correct wiring and installation)
* Make sure everything is connected properly and check without propellers

* Connect to KISS GUI to proceed with final configuration of the FETtec FC G4 - N (FC
configuration)
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Connection Diagram

Connection Layout top

CAM/VT
CAM -
BEC 5v/16v GND <3
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VCS/TX3

Real Pit VCC

RGB LED BEC 5V/16V

VCC GND SIG.5V GND
Receiver

The 8 pin connector combines all necessary connections for analog or digital VTX and camera.
It includes:

* Real Pit VCC (Lipo+)

* GND for cam and VTX

* Video in: Analog video signal from cam

* Video out: Analog video to VTX

« BEC 5V/16V: power supply for cam and/or VTX, switchable voltage, real Pit capable
* VCS/TX3: for smart audio / tramp configuration or TX for digital FPV systems

* RX83: for digital FPV systems

6 pin connector (SER3):
* RXa3: for digital FPV systems or other functions configurable in GUI (same for VCS/TX3)
* VCS/TXS3: for smart audio / tramp configuration or TX for digital FPV systems
* RGB LED: PWM signal pin to control WS2812 LEDs or similar (configurable in GUI)
* VCC: Battery voltage
« 5V
« GND
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Connection Layout bottom

ESC 1-4

!__ " = ESC signal 8
ESC signal 7

c—t ESC signal 6 Q
Ul
GND !
GND .
VCC
g =
Receiver
8 pin ESC connector 1:
* VCC: Battery voltage out to supply FC power
« GND
* TLM/Onewire: ESC Telemetry signal to FC or Onewire signal pin (depending on
configuration)
» ESC signal 1-4: ESC signal output for each ESC
8 pin ESC connector 2:
* VCC: Battery voltage out to supply FC power
* GND
* TLM/Onewire: ESC Telemetry signal to FC or Onewire signal pin (depending on
configuration)

* ESC signal 5-8: ESC signal output for each ESC (outputs ESC signal 1-4 if UAV type is
configured as BI, TRI, QUAD)
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Receiver connector:

* GND

s 5V

« TLM: Telemetry signal to receiver (see page 10 receiver connection diagram for further
information)

» Signal: Receiver signal to FC (see page 10 receiver connection diagram for further
information)

6 pin connector (SER1):
* RX1: function configurable in GUI
* TX1: function configurable in GUI

e 3,3V

« VCC: Battery voltage
« 5V

« GND

Acronym explanation:

* BEC 5V/16V: switchable voltage (in GUI) and real Pit capable

* GND: Reference Signal Ground

* Real Pit VCC: real Pit capable VCC pin

* Reset: Reset button to force the FC in bootloader mode, not needed for normal operation
* SIG.: receiver signal (serial)

* TLM: Telemetry signal output for receiver (Serial)

« TLM/ Onewire: ESC telemetry input or Onewire signal depending on configuration

« VCC: Battery input voltage (6V-27V)

* VCS: Video control signal (smart audio/tramp)
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ESC connection diagram

ESC connection via 8 pin connector
For easy ESC connection via 8 pin cable

FETtec FC G4 - N to FETtec 4in1 ESC 45A (same for FETtec 4inl1 ESC 35A), cable included

with FETtec ESCs.
Any other ESC is usable (please make sure the signal pinout is correct, otherwise change

accordingly

4in1 ESC 1
(ESC 1-4)

ESC signal 8
ESC signal 7
ESC signal 6

GND
GND
vcc

Optional
4in1 ESC 2
(ESC 5-8)
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Single ESC connection diagram
The FETtec FC G4 - N provides 4 ESC signal pads for solder connection of single ESCs

ESC signal 1 ESC signal ZGND

oM D\Q\ /// TLM

» -
B

l-il

. SIG3GNDy
3 6N
+ Bl

+BAT  -BAT
TLM // \\\TLM
GND GND
ESC signal 4 ESC signal 3
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Other brand ESC connection
If you use another ESC as FETtec you have to connect current senso to the SC pad on the FC

/— Motor 4

/— Motor 3
\ Motor 2 e—

\_ Motor 1
vcce

T

¥ JI0USA/WMd
€ joysa/nmd
Zoysa/nmd

Ensure the power polarity connected correct.
The motor mapping for FETtec ESCs is different, please check and remap.

Press load and then save to take the settings over.

T ALPHA Configurator

Close port 0OSD Signals Backup Firmware

SETTINGS > ESC+MOTOR SETUP > OUTPUT MAP.  preset: System default ' load

System default
MOTOR 1 TO ESC | 4in1 ESC 90° CW

4in1 ESC 90° CCW
MOTOR 2 TO ESC 4in1 ESC 180°
MOTOR 3 TO ESC 4in1 ESC upside down

4in1 ESC upside down 90° CW
MOTOR 4 TO ESC 4in1 ESC upside down 90° CCW

MOTOR 5 TO ESC 4in1 ESC upside down 180°
BF 4in1 ESC default
MOTOR 6 TO ESC BF 4in1 ESC 90° CW

MOTOR 7 TO ESC BF 4in1 ESC 90° CCW
lBF 4in1 ESC 180°
MOTOR 8 TO ESC §BF 4in1 ESC upside down
BF 4in1 ESC upside down 90° CW
BF 4in1 ESC upside down 90° CCW
<BACK BF 4in1 ESC upside down 180°
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Receiver connection diagram

Receivers can be connected via receiver connector (on bottom side of FC) or receiver solder
pads (on top side of FC)

TBS Crossfire

III"III
Inﬂ

== TLNSIG 5Y GND RXZ .
@

.dDi'
L J

5V
SBUS i S-Port
SBUS IN : SBUS IN




Analog FPV connection diagram

VTX and cam can be connected via FPV connector (on top side of FC) or FPV solder pads (on
top side of FC)

Analog Cam Analog Cam : Unify nano VTX
Smart audio < 5
9, .
Optional serial cam control 5V out .‘)
___GND -
Video signal &) 2V (PI)
g o -
3
i3

no VTX
B 5V (Pit)
e GND

Video signal
Smart audio

Notes:
RX and TX connection is only used for cameras which support serial connection.

A unit's transmit signal (TX) must match the corresponding receiver (RX) at the other end. It
must therefore be wired crosswise in order to transmit a signal.
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Digital FPV connection diagram

Choose MSP Port on serial 3 in the FETtec ALPHA Configurator — Settings — FC setup —

Serial or KISS GUI

DJl/Caddx/Runcam Vista FPV system

Caddx Vista unit
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Fatshark Shark Byte system
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Caddx Walksnail

Walksnail AVATAR
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DJI O3 unit
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FC configuration

KISS FC firmware

Download KISS GUI: https://github.com/flyduino/kissfc-chrome-gui/releases

After installing the KISS GUI connect the FETtec FC G4 - N via USB. Open the KISS GUI and
select the serial port on which the FC shows up and press connect.

KISS-GUI 2.0.32

Jdev/tty.usbmodem206E ¥ Connect

KISS Flight Control GUI v2.0.32

Please connect the KISS FC to your Computer and select the port above.

[EUIERER English +

IKISS

af FLTCTRL

STM32F7 Cortex M-7 216MHZ
MPUS00O SP1

1A 5V 6S BEC

- 1-@:
g}

e '
_a‘llliiillw
- ¥os: \ . MPUB050 ACC & Gyro
. \‘ \ 5V Dshot Amps g I | | | I | | |
Status )

\ KISS Bootloder access l | I | |

Activate the FETtec FC G4 - N in the KISS GUI by pressing activate on the following prompt

KISS-GUI 2.0.32

Disconnect

V O O DUy

Your KISS Flight Controller is NOT activated.

Make sure you have a proper internet connection or the activation will fail.

Serial number: 20343341-35365014-00370043

ACTIVATE NOW

Now you can set up the FC according to your wishes. To ensure that your settings are not
getting lost, use the backup function by pressing the button “backup” and saving the
configuration as a text file.
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FC firmware update
1. Open FETtec Toolset https://qui.fettec.net

The FETtec ESC Configurator is also available as download version here:
https://github.com/FETtec/ESC-Configurator

2. Open the FETtec ESC Configurator
3. Connect the FETtec FC via USB

4. choose USB and select the correct COM Port and press connect.

o200 FETtec Configurator v0.1.39

FE-"-EE Configurator

use > idevicu usbmodem2068
KISS FC Passthrough
Belaflight Passthrough
USB UART

5. You should see the FETtec FC G4 as shown.

L X N ] FETtec Configurator v0.1.39

FE-“-E: Configurator
& Seftings ¥ Telemetry Disconnect ReScan

Local Firmware Remote Firmware

FETtec G4 FC FW. ver. : 1-0 SN: 43 00 37 00 14 50 36 3541 33 34 20

6. Click “Remote Firmware” button and select the latest available firmware.

7. Press “Flash selected!”

(X N } FETtec Configurator v0.1.39

FE-IFE: Configurator
© Settings » Telemetry D ReS:

oacal Firmware ote Firmware
n FETtec G4 FC FW. ver. : 1-0 SN: 43 00 37 00 14 50 36 35 41 33 34 20

Firmware updale done! For health and safety
always remove all propellers! Please check motor
direction

Ok

FC is flashed now!

Settings can be made in the KISS GUI.

We recommend to always use the latest available firmware to get the best user experience.

If you like to try new features and firmware developments you can join our Discord channel and
download the latest beta firmware to try on your own risk (https://discord.gg/pfHAbahzRp)
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FETtec Alpha FC firmware
The FETtec FC G4-N is able to use FETtec Alpha FC firmware. For install:

1. Open FETtec Toolset https://qui.fettec.net and choose ALPHA Configurator.
2. Connect the FETtec FC via USB.

3. Open the ALPHA Configurator and select open port. Choose the serial port on which the
FC shows up and press connect.

gui.fettec.net wants to connect to a serial port

[ STM32 Virtual ComPort (COM3) - Paired }

T ALPHA Configurator

Open port Settings Signals Backup Firmware

4. If you have KISS FC firmware running on your FC, you will get a warning if you want to
flash FETtec Alpha FC firmware. Press “OK”

T ALPHA Configurator

Close port OSD Signals Backup Firmware

No response from FC. Do you like to flash FETtec Alpha FC firmware?

Select serial port again
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5. “Select new firmware to flash”.
We always recommend flashing the latest available firmware.

T ALPHA Configurator

FC:

FETtec FC G4 in bootloader mode. SN.: 2D 00 53 00 10 50 46 54 31 38 36 20

Select new firmware to flash: v Flash local file

new firmware to i
FETtec ALPHA FW v0.7 - 00
FETtec ALPHA FW v0.1 - 199
FETtec ALPHA FW v0.1 - 198
KISS FC FW v1.3-RC470

firmware mode

6. Confirm to flash FETtec ALPHA firmware by pressing “OK”

gui.fettec.net says

Flash FETtec ALPHA FW v0.7 - 00?7

FC:

FETtec FC G4 in bootloader mode. SN.: 2D 00 53 00 10 50 46 54 31 38 36 20
Select new firmware to flash: v Flash local file

Exit firmware mode
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7. FC firmware update is done!

T ALPHA Configurator

FC:
FETtec FC G4 in bootloader mode. SN.: 2D 0053 00 10 50 46 54 31 38 36 20
flash FC 100%

FC firmware update done! Please reselect the FC's com port.

The FC needs a restart after that, therefore the com port is requested to be selected and
connected again

Now you can customize everything in the GUI according to your wishes.

Please connect everything like described in the manual of the FC.

A unit's transmit signal (TX) must match the corresponding receiver (RX) at the other end. It
must therefore be wired crosswise in order to transmit a signal.

The receiver signal will get auto detected (supported systems are Frsky Sbus+S-Port, CRSFv2
and CRSFv3 and Ghost).
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Get back to KISS

If the FETtec Alpha FC firmware is flashed on your FC and you want to get back to KISS

firmware, follow these steps:

1. Open FETtec Toolset https://qui.fettec.net/

2. Connect the FETtec FC via USB.

3. Press the reset button once

4. Open the FETtec ESC Configurator and select “USB” and connect.

5. Choose the serial port on which the FC shows up and press connect.
7S C (& guifettec.net/ESC/indexhtml & %

gui.fettec.net wants to connect to a serial port

o=
1r r ‘ [ STM32 Virtual ComPort (COM3) - Paired

Disconnect

@ m Cancel

6. Now the FC shows up and you can select KISS Firmware (FETtec FC G4 1.3-RCA47i or

later) in “Remote Firmware” and press “Flash selected!”

FE-"-E: Configurator

# Settings ¥ Telemetry Disconnect ReScan
Local Firmware Remote Firmware FETtec FC G4 1.3-RC47m v Flash selected! Reset ESCs to default

n FETtec FC G4 FETtec FC G4 1.3-RC47m SN: 2d 00 53 00 10 50 46 54 31 38 36 20
FETtec FC G4 1.3-RC47]

FETtec FC G4 1.3-RC47j
FETtec FC G4 1.3-RC47i

Page 22


https://gui.fettec.net/

7. Flashing to KISS FC firmware done.

Firmware update done! For health and safety

always remove all propellers! Please check motor
direction.
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FC firmware update

For firmware updates it is the same procedure as flashing the FETtec Alpha FC firmware.
Connect FC via open port and choose “Firmware”.

1 ALPHA Configurator

FC:

FETtec FC G4 FW. version: 0.1 - 152 SN.: 2D 00 53 00 10 50 46 54 31 38 36 20

Select new firmware to flash: v Flash local file

OSD:
FETtec OSD FW. version: 0.1 -0 SN.: 3E 00 77 00 0B 50 53 4B 58 38 35 20

Select new firmware to flash: v Flash local file

Exit firmware mode

Now you can flash the latest firmware update via “Select new firmware to flash” or choose
“Flash local file”.

We always recommend to use the latest available firmware to get the best user experience.

If you like to try new features and firmware developments you can join our Discord channel to
be always up to date (https://discord.gg/pfHAbahzRp).
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Settings
You can set up the FC according to your wishes in the ALPHA Configurator.

T ALPHA Configurator

Close port OSD Signals Backup Firmware

SETTINGS

PIDS

RATES

TUNING

VTX SETUP

OSD SETUP

FC SETUP

RC SETUP
BATTERY SETUP
ESC+MOTOR SETUP
FW INFO
ALPHATEST

<EXIT

All functions are explained in the respective category.

For more information and help use the FETtec Alpha FC firmware manual available at
www.fettec.net/download
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Display connection
12C O-LED to FETtec FC G4-N

12C O-LED display can be used to show the OSD menu and telemetry in order to be able to set
up settings without computer or FPV goggles (FPV OSD).

The 12C connection will block serial 3 which is mostly used for digital OSD or analog VTX
control (VCS).

The O-LED must be connected on power up to initialize but can be unplugged after set up is
done.

Supported display types:
12C OLED (SSD1306 or SSH1106 chip)

.

.
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@
P
®
z
=)

P02

[ .

® 0ooo )

VDD GND SCK SDA

RX3

VCS/TX3

I I 5V 2 ] E;
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- -'Eﬁ.rl:'lrl:l_rl_us-

et = T T
Z

O [yl

. : L)

() :mlc:l I IDI l 0e® 0..
— TLH Sis 5V GNDi . Py

Required resolution 128 x 64px

We recommend the 1,3” (SSH1106) version as the text size will be very small on the 0,96”
(SSD1306) display.
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Activation in FETtec Alpha FC firmware

SETTINGS > FC SETUP

*FC CRAFT TYPE
FC ORIENTATION
SERIAL

V+C SENSOR
RGB LED

BEC. OUTPUT

I2C OLED
BUZZER MODE
RECEIVER
RESET

< BACK
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OSD

The FETtec FC G4 - N has no analog onboard OSD but you can connect the FETtec OSD
Board which is also available in our shop https://fettec.net/shop/elektronik/sonstiges/fettec-
osdboard

A szcs»o !

o%¢ CC

GN9 T9IS

. :
« =8

..............

S
“IJ | El6d
r=1r=L rovaas

°l“ SN l2 *
=1 >

(=14 !

SEHEFE &R
o

In (L] [++]

2 % — TLHSSSUGNDi

.JPTI

L ]

.-I.‘w

s

#9IS N9

Connect the OSD Board to the FC and choose the used serial in the FETtec Configurator (with
this connector in the picture serial 3)

T ALPHA Configurator

Close port OSD Signals Backup Firmware

SETTINGS > FC SETUP > SERIAL

MSP protocol ports for OSD

MSP PORT1 SERIAL 3

DISABLED
MSP PORT2 SERIAL 1

SERIAL 3
Video transmitter control signal port SERIAL 4

Then it will show up in the Firmware tab and you can flash firmware.
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For more information about settings read the FETtec OSD Board manual
https://fettec.net/download/

Note: A unit's transmit signal (TX) must match the corresponding receiver (RX) at the other end.
It must therefore be wired crosswise in order to transmit a signal

Please use the same respective firmware for FC and OSD (KISS or FETtec Alpha), otherwise it
will not work
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Dimensions

30.00
20.00

Maximum outside dimensions: 37,2 x 37,2mm, without outside tips 30 x 30mm
Mounting hole arrangement:

* 20 x 20mm with M2 mounting hole (expandable to M3)

¢ 30 x 30mm with M3 mounting hole

« 30 x 30mm mounting hole tips are removable to reduce overall FC size

Overall height: 7,9mm
Highest part on each PCB side: 3,2mm

Weight: 5,379
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